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ECH-SF Low Lift Pallet Truck with Hinged Platform
Smart and Compact

This specification sheet in accordance to VDI guidelines 2198 and 3597 
only provides technical values for the standard truck. Different tyres, 
additional equipment, etc. may produce different figures.

Fe
atu

re
s

1.1 Manufacturer STILL
1.2 Manufacturer’s model designation ECH-SF 20

1.3 Drive Electric
1.4 Operation Standing/pedestrian
1.5 Load capacity/load Q kg 2000
1.6 Load centre distance c mm 600
1.8 Load distance x mm 890/962 1

1.9 Wheel base y mm 1312/1378 1

We
igh

ts 2.1 Service weight incl. battery kg 650
2.2 Axle load, laden drive end/load end kg 945/1305
2.3 Axle load, unladen drive end/load end kg 510/140

Wh
ee

ls/
ch

as
sis 3.1 Tyres Polyurethane

3.2 Tyre size load end mm ∅ 230 x 75
3.3 Tyre size drive end mm ∅ 85 x 80
3.5 Number of wheels (x = driven) drive end/load end 1x + 2/4
3.6 Track width load end b10/b11 mm 482/355

Ba
sic

 di
me

ns
ion

s

4.4 Lift h3 mm 125
4.9 Tiller handle height in driving position min./max. h14 mm 1220/1410
4.15 Fork height, lowered h13 mm 85
4.19 Total length l1 mm 1922/2264 2

4.20 Length including fork backs l2 mm 772/1109 2

4.21 Overall width b1 mm 720
4.22 Fork arm dimensions DIN ISO 2331 s/e/l mm 165/55/1150
4.25 Overall fork width b5 mm 560
4.32 Ground clearance, centre of wheel base m2 mm 36/161 1

4.34 Working aisle width with 800 x 1200 pallet lengthways (b12 x l6) Ast mm 2377/2717 2

4.35 Turning radius platform closed Wa mm 1670/1734 1

4.36 Turning radius platform open Wa mm 2010/2075 1

Pe
rfo

rm
an

ce
 da

ta 5.1 Driving speed laden/unladen km/h 6.0/6.0
5.2 Lifting speed laden/unladen m/s 0.035/0.044
5.3 Lowering speed laden/unladen m/s 0.065/0.062
5.8 Max. gradeability kB 5 laden/unladen % 12.4/20
5.1 Service brake Electromagnetic

Ele
ctr

ic 
en

gin
e

6.1 Drive motor, rating S2 = 60 min kW 1.2
6.2 Lift motor, rating at S3 = 15 % kW 1.0
6.3 Battery according to DIN 43531/35/36 A, B, C, no DIN 43535 2PzS
6.4 Battery voltage/rated capacity K5 V/Ah 24/250
6.5 Battery weight kg 210
6.6 Energy consumption according to VDI cycle kWh/h 0.3

Mi
sc

. 8.1 Transmission control AC control
8.4 Noise level (at operator’s ear) dB(A) <70

1 Initial lift lowered
2 Platform open
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ECH-SF Low Lift Pallet Truck with Hinged Platform
Technical Drawings

Side view

Top view
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ECH-SF Low Lift Pallet Truck with Hinged Platform
Detailed Photos

No need to change grip: comfortable control with one hand only – either left or 
right

Always informed: charging level visible on the display

Outstanding flexibility for every job: thanks to the hinged stand-on platform and 
side guards, the truck can be adapted to all warehouse conditions, including 
very narrow buildings, aisles with requisite speed restrictions and jobs over long 
distances

Optimal performance and view of the forks due to the structure’s low height

Precise in all situations: creep speed enables manoeuvering in the most confined 
of spaces

All-round safety: optional side guards can be easily and quickly lowered, keeping 
drivers safe and stable, and providing optimal protection in all driving situations

Optimum traction and castor wheels for perfect stability

Top performance thanks to a load capacity of up to 2,000 kg
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ECH-SF Low Lift Pallet Truck with Hinged Platform
Smart and Compact
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ECH-SF Low Lift Pallet Truck with Hinged Platform
Smart and Compact

Always ready: powerful and reliable AC drive unit for high availability

Safe and smart: optional side guards can be opened with only one 
hand

High pallet reloading rate: compact size allows for quick and safe 
operation

The powerful ECH-SF low lift pallet truck by STILL features a hinged 
platform and a load capacity of 2,000 kg, making it the ideal choice for 
loading and unloading lorries and for transporting goods horizontally. It 
is the entry model for stand-on platform low lift pallet trucks. 

This compact warehouse helper can be manoeuvred accurately and 
safely in narrow spaces thanks to the compact dimensions and 
standard creep speed function. The rounded forks can be easily 
threaded into pallets. 

Equipped with a powerful and maintenancefree AC drive motor, the 
ECH-SF handles tasks reliably, from lightweight jobs over multiple 
shifts in the industrial sector to handling material in retail environments. 
Operators can quickly and safely get on and off the stand-on platform. 
The precise and intuitive steering unit minimizes operator fatigue and 
enables goods to be turned around fast. Optional side guards keep 
the driver safe and stable and provide optimal protection in all driving 
situations. These can be opened and closed using just only hand.

Extensive Equipment

Power

■  Effective material handling: up to 2,000 kg lifting capacity and 
maximum speed of 6.0 km/h

■  Powerful, reliable and maintenancefree AC drive motor
■  Sufficient energy for extended use: high battery capacity up to 

345 Ah with 24-volt technology

Precision

■  Creep speed function for high manoeuvrability in confined spaces
■  Rounded forks are easier to thread into pallets
■  Complete control: smooth, accurately controlled starting and 

acceleration behaviour
■  Precise operation even in the most confined spaces thanks to 

compact shape

Ergonomics

■  Ergonomic and intuitive operation: can be controlled by left- or right-
handed operators using only one hand

■  Easy to board: the very low platform can be boarded easily and 
effortlessly

■  Relaxed working conditions: perfectly cushioned stand-on platform 
ensures comfortable working conditions

■  The side guards can be simultaneously opened and closed using only 
one hand

Compactness

■  High pallet reloading rate: compact size allows for quick and safe 
operation

■  The truck’s compact dimensions, hinged stand-on platform and 
outstanding manoeuvrability allow work to be carried out in very 
narrow aisles

■  Creep speed function for high manoeuvrability in confined spaces

Safety

■  Optional side guards keep the driver safe and stable, and provide 
optimal protection in all driving situations

■  Maximum driver protection: sensitive impact plate in optimal position
■  Accidental roll-back eliminated: automatic stop function even on 

ramps
■  Non-slip mat on the stand-on platform keep drivers in a stable 

position

Environmental Responsibility

■  Energy efficient due to energy recovery when braking
■  Very few noise emissions due to extremely quiet drive and lifting 

motor
■  Over 95 percent of all materials used are recyclable
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ECH-SF Low Lift Pallet Truck with Hinged Platform
Equipment Variants

▯ Standard     ○ Option     

ECH-SF 20

Ge
ne

ra
l

Storage compartments ●
Easy-grip tiller for left and right-handed operators ●
LED battery indicator ●
Cold storage version ○
High-performance AC drive motor with very low maintenance costs ●
Various fork widths (b5) ○
Creep speed with vertical tiller ●

Wh
ee

ls

Drive wheel tyres, solid rubber ○
Drive wheel tyres, polyurethane ●
Load roller tyres, polyurethane/single ○
Load roller tyres, polyurethane/tandem ●

Se
cu

rit
y

Access authorisation STILL key ●
Hinged sideguards ●

Ba
tte

ry Battery compartment for 200-250 Ah battery, for changing batteries with a crane ●
Battery compartment for 200-250 Ah battery, for changing batteries with a lateral battery changing system ○
Battery compartment for 345 Ah battery, for changing batteries with a lateral battery changing system ○
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STILL GmbH

Berzeliusstraße 10

D-22113 Hamburg

Tel.: +49 (0)40/73 39-20 00

Fax: +49 (0)40/73 39-20 01

info@still.de

For further information please visit: 

www.still.eu

STILL is certified in the following 
areas: Quality management, 
occupational safety, environmental 
protection and energy management.


